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Upgrade your door
and make it smart

The installation of this unit using only two screws makes it the ideal solution for existing
and new doors. Compatible with existing mechanical locks.

Two-colour (green and red) optical signalling enhances the user experience, while
security is ensured by a solid anti-drill protection.

The concealed fixing screws, provide a smooth and clean design, for a premium look
and overall security.

The system offers a wide range of handles and configurations, making it versatile and
easily adaptable to different installation requirements.
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RFID NFC 4 o.key accexi

Cover and handle, in perfect

harmony or bold contrast

V1. White / Steel

V3. White / Glossy gold

DI. Black / Steel

V4. White / Antique gold

D3. Black / Glossy gold

D4. Black / Antique gold
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Technical data
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ROOM SIDE DEVICE
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Technical features
e Intended use: electronic wireless, contactless, e Credential compatibility:
battery-powered, door-mounted access control RFID 13,56 Mhz, NFC, BLE
system for indoor applications. e Remote opening: on Accexi platform.
e Reader and battery compartment integrated in e Temperature range: -10° to +70°
the plates. e Data encryption: AES 128 bit
e Suitable for mounting on doors with a thickness e Number of operations in memory
from 35 mm to 120 mm. (offline versions): 2600
e Dimensions: 62,6 x 148,6 x 28 mm. e Emergency opening with cylinder.
e Handle rotation 45°. e Electronic “Do Not Disturb” function.
e Standard DIN 18251 doors prepared for standard e Finishes available: matt black, matt white, can be
DIN 18250 mortise locks. combined with a black, steel, glossy or antique gold
e Hub: 8 mm. handle finishes.

e Battery power supply: 3 x AA e Other handles can be used.
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